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Please select a boot option

HP-UX Primary Boot: 0/2/1/0.0xS3b41£7ed04EESE . 0x0
Core L Port 2

Core LW Port 3

Core LA Port 4

EFI hell [Built-in]

110 Virtual Hedia

Core LA Port 1

Boot Option Maintenance Hemu

Systen Configuration

Use * and v to change option(s). Use Enter to select an option
Loading.: HP-UX Primary Boot: 0/2/L/0.0x53b4LE7e4cAEESE. 0x0
Console is on Serial Device - via PCDP

Booting kemel. ..

Stored message buffer up to system crash:

MFS is defined: base= Oxe0DDDDDL022a9000 size= SE084 KB
krs_check_file: Size of file in header dosen't match actual
krs_find_files: The config.krs file vas cormupt.
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krs_find_files: The config.krs.lky file vas not found.
Loaded ACPT revision 2.0 tables.

IMMI0 on this platforn supports Write Coalescing.
krs_check_file: Size of file in header dosen't match actual
krs_find_files: The config.krs file vas corrupt.
krs_find_files: The config.krs.lky file vas not found.

Using /stand/ext_ioconfiy

Hemory Class Sevup
Physnen Locknen Suapnen

Systen : 31137 1B 31137 1B 51137 1B
Remnel @ 31137 1B 51137 1B 51137 1B
User 29830 1B 26445 1B 26549 1B

ktracer is off wntil reguested.
Enabling spinlock ALAT suitching

Installing Socket Protocol families AF_INET and AF_INETS
Lowfat driver is the master here

64000/0x£a00 esvroot

Kernel EVH initialized





[image: image3.png]About

64000/0x0 nass_storage
64000/0x0/0x0 usb_us_scsi

Installed HewFs

Registered FDS/ib transport

sec_init(): kernel RPC authentication/security initialization.

secges_init(): kernel RPCSEC 0S5 security initialization.

rpe_init(): kernel RPC initialization.

rpemod_install(}: kernel RPC STREANS module "rpcmod” installation. ...(driver_in
stall]

NOTICE: ns_client_pu3_install(): nfs3 File system was registersd at index 1l
NOTICE: ns_client_pvd_install(): nfsd File system was registersd at index 12.
HOTICE: cachefsc_install: cachefs File system was registersd at index 14
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gio: Error configuring root device using EFI hu paths

Systen Console is on the Built-In Serial Interface
AF_IIET socket/streans output dasuon runming, pid S2

About
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afinet prelink: module installed
Starting the STREANS daemons-phase 1

Suep device table: (start & size given in Sl2-byte blocks)

entry 0 - auto-configured on root device; 0/0/2/0.1 usbcomposite

0/0/2/0.1.0 hid
0/0/2/0.1.1 hia
0/0/2/1.1 usbcomposite
0/0/2/1.1.0 hid
0/0/2/1.1.1 hia
ignored - can't open device
WARNING: No swep device configured, so dwup camnot be defaulted to primary svap.
WARNING: No dwup devices are confimured. Dup is disabled.
nountes: opend
VFS_NDUNTRODT error information:
0:(nes) 6

wxts) &
11t (ngs3) 223
nesa) 223
autofs) 251
+ {anlc_ney_£3) 251

Message buffer contents after system crashi

panic: VFS_NOUNTROOT: READ_ONLT: all VFS_NOUNTRODTs failed: NEED DRIVERS 22227
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Stack Trace:
» Function Nane
0xe00000000235¢160
0xe00000000157280
0xe000000002384de0

End of Stack Trace

Linkstanp: Thu Apr 08 21:53:03 EDT 2010
_release version: B(#) §Revision: vmunix:  B.11.31 LR FLAVOR=perf
Talling Function e000000001a803c0 for Shutdown State 1 type 0x2
10 pfn Oxl pages 0x9t

PEn 0x100 pages Dx3dc2c

Pfn 0x32198 pages 0x330

PR Dx3£000 pages 0x145

P 0x3fdda pages Oxa

PR Dx3£d7c pages 0x8

PR 0x3£des pages 0x6

PEn 0x100000 pages 0x700000

PEn 0x10040000 pages DxbElfe

PEn 0x10DEE200 pages Ox=00

#%% A system crash has occurred. (See the above messages for details.]
7% The system is now preparing to dusp physical memory to disk, for use
*%% in debugging the crash.





